
DALI
Master

D
R
IV
E
R

D
R
IV
E
R

D
R
IV
E
R

D
R
IV
E
R

D
R
IV
E
R

3
220VAC 24VDC

3 core power :
Red (L)
Blue (N)
Green rolling yellow (GND)

2 core power :
Red (DC+)
Black (DC-)

CONNECTOR:
IP68

CONNECTOR:
IP68

L

220VAC N

L

220VAC N

24VDC
Output + +

Input GND Input GND - -

220VAC TRIAC 24VDC TRIAC

TRIAC

3 core power :
Red (L)
Blue (N)
Green rolling yellow (GND)

TRIAC

2 core power :
Red (DC+)
Black (DC-)

Dimmer

L

CONNECTOR:
IP68

Dimmer CONNECTOR:
IP68

L 24VDC
220VAC N 220VAC N Output + +
Input GND Input GND - -

220VAC DALI 24V DALI

L
220VAC N 5 core power :

L
220VAC N

Input GND

E6-DA1

Red (L)
Blue (N)
Green rolling yellow (GND)
Black (DA)
Gray (DA)

CONNECTOR:
IP68

Input GND

L
E6-DA1

2 core power :
Red (DC+)
Black (DC-)

24VDC

CONNECTOR:
IP68

L 220VAC N Output + +
220VAC N Input GND - -
Input GND

0～10V single（high voltage） 0～10V single（low voltage）

L
220VAC N

0～10VDC
Signal

5 core power :
Red (L)
Blue (N)
Green rolling yellow (GND)
Black (0～10V+)

L
220VAC N

0～10VDC
Signal

2 core power :
Red (DC+)
Black (DC-)

Input GND Gray (0～10V-)
CONNECTOR:

IP68

Input GND

L 24VDC

CONNECTOR:
IP68

L 220VAC N Output + +
220VAC N Input GND - -
Input GND

24VDC RGB 24VDC RGBW

RGB RGB RGB RGBW RGBW RGBW

4 core power :
Black (DC+)
Red (R-)
Green rolling yellow (G-)
Blue (B-)

5 core power :
Black (DC+)
Red (R-)
Green rolling yellow (G-)
Blue (B-)
Gray (W-)

L

220VAC N

24VDC
Output
+

L

220VAC N

24VDC
Output
+

Input
GND - Input

GND -

+ -+ -

Bus
power
supply

Bus
power
supply

D
A
LI

总
线

C
O
N
T
R
O
LL
E
R

D
A
LI

总
线

C
O
N
T
R
O
LL
E
R



24VDC RGB DMX512 A type

220VAC
Input

3 core power :
Red (DMX512+)
Blue (DMX512-)
Green rolling yellow (PI)

512IC Chip : TM512AC
DMX512
Signal

2 core power :
Red (DC+)
Blue (DC-)

CONNECTOR:
IP68

Signal
amplifier
(30～50m)

DRIVER
24V DC

DRIVER
24V DC

DRIVER
24V DC

DRIVER
24V DC

DRIVER
24V DC

DRIVER
24V DC

L
220VAC N
Input GND

24VDC RGB DMX512 B type

512IC Chip : TM512AC

DMX512 Signal

DMX512 Signal

L
220VAC N

CONNECTOR:
IP68

5 core power :
Red (DC+)
Blue (DC-)
Black (DMX512+)
Gray (DMX512-)

10PCS～12PCS lamps maximum
30～50m distance

Input GND

DMX512 Signal
220VAC
Input

L
N
GND

24VDC
Output -

+

CONNECTOR:
IP68

Green rolling yellow (PI)

220VAC
Input

L
N
GND

24VDC
Output
- -

+ +

+ - 10PCS～12PCS lamps maximum
30 ～50m distance

CONNECTOR:
IP68

-

+

220VAC
Input

L
N
GND

24VDC
Output
- -

+ +

+ - 10PCS～12PCS lamps maximum
30 ～50m distance

CONNECTOR:
IP68

-

+

Signal
amplifier

DMX 512
Master
(control)

Signal
amplifier

D
R
IV
E
R

D
R
IV
E
R

L
N
GND

DMX 512
Master
(control)

D
R
IV
E
R
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